
Specifications for LED video wall

▪ size / aspect ratio
- 9,0x5,0m / 16:9    Entrance West

- 7,0x4,0m / 16:9    Entrance Ost

▪ content to be delivered in

- 16:9, UHD 3.840x2.160 pixels

- requried format mpeg4 H.264 and 50fps

- audio mono embedded*

▪ service
- We check your files and give a quick feedback.

- Technical support on site.

▪ contact (Neumann & Müller)

file transfer: https://nmmessemuc.wetransfer.com

tel.: +49 89 500 361 510

email: messe.muenchen@neumannmueller.com

You possess the legal rights to use and show the content. As mentioned in the

technical guidelines of Messe München GmbH, for all types of musical and audio-

visual reproduction, permission is required from the German Performing Rights

Society (GEMA) in accordance with the provisions of the Copyright Act. Contact:

GEMA, 11506 Berlin, Germany kontakt@gema.de, www.gema.de

Any non-approved musical reproductions may be subject to claims for damages

being asserted by GEMA (Section 97 of Copyright Act).

*To ensure a uniform perception of loudness on the LED walls at Messe München,

we urgently request that a target value of -23 LUFS ± 1 LU measured over the

entirety of the delivered spot, contribution or programme be adhered to in accordance

with EBU R128. In addition, a peak level of -1 dBTP must not be exceeded.

mailto:kontakt@gema.de
http://www.gema.de/
important note: max. 20 sec. per spot




